
Installation Maunal

Guide of custom

●The customer should have a qualified power supply coincident with that printed on 

the tag of the air conditioner. 

●Must use special circuit and efficient grounding outlet matching with the plug of the 

air conditioner.

●The appliance should be installed in accordance with national wiring regulation.

●The plug should be easily accessible after installation.

●If the fuse of unit on PCB is broken, please change it with the type of F3.15A/250V



1.Install the mobile air conditioner in a flat  and spacious location where the air outlets 

will not be obstructed. 

2.A minimum clearance of 50cm from walls or other obstacles should be kept. 

3.The gradient can't be more than 10 degrees   with the horizontal plane, while putting and 

using the utensil.

Select a best location

Note: 1.The air conditioner shall not be used in the laundry.

2.The plug shall be accessible after the unit is positioned.



Duct mount instruction

·In cooling, heating and drying mode, the exhaust duct needs to be installed while in fan mode, the  

exhaust duct is not needed.

·According to the actual needs, the exhaust duct can be moderately compressed and tensed, but 

cannot be arbitrarily stretched and bent.

·The exhaust duct can be connected with Windows or installed into the wall. Based on accessories 

of the unit you buy and the actual needs, you can make the installation.

1. Install the adaptor A  and adaptor B( flat mouth or round mouth) onto the exhaust duct

as shown in Fig.A or Fig.B . 



2. Connect the exhaust duct  to the Air outlet connector on back of the unit. Slide-in the 

adaptor A downwards until it is locked in place. (Fig.C)



Install the exhaust duct into the window

1. Adjust the window bracket as per width or height of your window and insert the

pin to fix at the desired position.     

2.Install the Window Slider Kit into the window.

Your window kit has been designed to fit most standard vertical and horizontal 

window applications. However, it may be necessary for you to improve or 

modify some aspects of the installation procedure for certain types of window. 

Please refer to Fig. D &Fig. E for minimum and maximum window openings.



3.Remove the unit with the packed exhaust duct next to the window, and then connect 

the adaptorB (flat mouth) of the exhaust duct with the window.(Fig.F) 



Install the exhaust duct into the wall

1. Prepare a hole in the wall. 

Install the wall exhaust 

adaptor onto the wall, be 

sure to fix thoroughly.

2. Attach the exhaust duct to 

wall exhaust adaptor.(Fig.G)

Note: 1.The duct can be compressed to 270mm minimum and extended to 1500mm 

maximum. It is better to keep the duct length to a minimum.

2.Stretching or bending the duct excessively will affect the cooling efficiency.

(As the following fig. Shows)



Water drainage

* During dehumidifying mode, remove the upper drain plug from the back of the unit. 

Attach the drain hose to the hole. Place the other end of the hose in the drainage 

way or other drain areas 



* If  the unit you bought has the pump drain outlet, as shown below, please drain 

in this way :

Remove the pump drain plug from the back of the unit,  attach the drain hose 

to the hole. Place the other end of the hose in the drainage way or other drain 

areas.



Note: Make sure the hose is secure and there are no leaks. Direct the hose toward  the 

drain, making sure that there are no kinks that will stop the water flowing. Place the  

end of the hose into the drain and make sure the end of the hose is down to let the 

water flow smoothly. Do never let it up

*When the water level of the bottom tray reaches 

predetermined level, the digital display area 

shows”P1”.

Carefully move the unit to a drain location, 

remove the bottom drain plug and let the water 

drain away .Reinstall the bottom drain plug and 

restart the machine until the P1 symbol disappears.

If the error repeats, call for service.

NOTE: Be sure to reinstall the bottom drain 

plug before using the unit.


